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aptX Bluetooth-Adapter für die Performance-Serie

Mit dem Sirius wird aus jedem Modell der Ultrasone Performance-Serie 
ein Bluetooth-Kopfhörer. Einfach einstecken und Musik kabellos bis zu 12 
Stunden am Stück genießen. Durch die aptX® Technik ist eine hochauflö-
sende Übertragung sichergestellt; das integrierte Mikrofon ermöglicht 
die Verwendung des Kopfhörers als Headset. Während Sie Ihre Musik 
genießen, können Sie sich bis zu 20 Meter vom Sender entfernen. 
In einer Stunde ist der Sirius wieder voll aufgeladen.

Technische Daten: Technologie: Bluetooth 4.1, aptX® / Bluetooth Profile: 
HFP, A2DP, HSP, AVRCP / Akkulaufzeit: 8 bis 12 Stunden / Standby: 160 
Stunden / Ladezeit: 1 Stunde / Max. Bluetooth Übertragungsdistanz: 20 m

On-Ear Reisekopfhörer mit aptX® Bluetooth

Mit dem Go Bluetooth schreibt Ultrasone die Erfolgsgeschichte seines 
ultrakompakten Reisekopfhörers weiter fort: Das beliebte ohraufliegende 
Modell ist nun in einer neuen Modellgeneration mit Bluetooth-Technologie 
erhältlich. Durch die aptX® Technik ist eine hochauflösende Übertragung 
sichergestellt. Bis zu 17 Stunden Musikgenuss sind am Stück möglich. Ein 
integriertes Mikrofon sorgt dafür, dass Sie Ihren neuen Reisebegleiter selbst 
zum Telefonieren nicht mehr absetzen müssen.

Technische Daten: Technologie: Bluetooth 4.1, aptX® / Bluetooth Profile: 
HFP, A2DP, HSP, AVRCP / Akkulaufzeit: 15 bis 17 Sunden / Standby: 350 
Stunden / Ladezeit: 2,5 Stunden / Max. Bluetooth Übertragungsdistanz: 
20 - 30 m / Gewicht: 162 g

 

On-ear travel headphones with aptX® Bluetooth

With the Go Bluetooth, Ultrasone continues the success of its ultra-compact 
travel headphones: The popular on-ear model is now available as a new 
version with Bluetooth technology. The aptX® technology ensures high-
resolution signal transmission. You can enjoy your music for up to 
17 hours at a time. Thanks to the integrated microphone, you dont 
even have to take off your new travel companion to make a phone call.

Specifications: Technology: Bluetooth 4.1, aptX® / Bluetooth profile: 
HFP, A2DP, HSP, AVRCP / Battery run time: 15 to 17 hours / Standby: 
350 hours / Time to recharge: 2.5 hours / Max. Bluetooth transmission 
distance: 20 - 30 m / Weight: 162 g

aptX Bluetooth adapter for the Performance series

The Sirius turns every model of the Ultrasone Performance series into 
Bluetooth headphones. Just plug it in and enjoy music wirelessly for up to 
12 hours at the time. The aptX® technology ensures high-resolution signal 
transmission. The integrated microphone makes it possible to use the head-
phones as a headset. You can listen to your favourite music up to a distance 
of 20 meters from the transmitter. It takes only one hour to fully recharge 
the Sirius.
 
Specifications: Technology: Bluetooth 4.1, aptX® / Bluetooth profile: HFP, 
A2DP, HSP, AVRCP / Battery run time: 8 to 12 hours / Standby: 160 hours / 
Time to recharge: 1 hour / Max. Bluetooth transmission distance: 20 m
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High-Res Mini-DAC für Smartphone, Tablet 
und Notebook

High-End Klang für jeden Ultrasone Kopfhörer: Der Naos sorgt als 24 Bit / 
192 kHz Mini-DAC für hochauflösende Wandlung und kraftvolle Verstär-
kung. Durch seine flexible Anbindung lässt er sich mit Smartphone, Tablet 
und Notebook verwenden und ist somit immer da, wo Sie besten Klang für 
Ihre Kopfhörer wünschen. Die Kompatibilität mit Micro-USB, USB-C, Light-
ning und USB stellt sicher, dass alle gängigen Gerätetypen im Handum-
drehen verbunden sind.

Technische Daten: Frequenzgang: 10 Hz - 30 kHz / Maße: 46 mm x 18 mm 
x 6 mm / Gewicht: 6 g / Beiliegende Adapter-Kabel: Micro-USB, Lightning, 
USB (Typ A), USB-C

High-res mini DAC for smartphone, tablet-PC 
and notebook

High-end sound for all Ultrasone headphones: As a 24-bit / 192 kHz mini 
DAC, the Naos offers high-res conversion and powerful amplification. Thanks 
to its versatile connectivity, it can be used with smartphones, tablet-PCs and 
notebooks, ensuring best sound for your headphones wherever you are. 
Compatible with micro USB, USB-C, Lightning and USB, it can be connected 
to all common types of devices in no time.

Specifications: Frequency range: 10 Hz – 30 kHz / Dimension: 46 mm x 
18 mm x 6 mm / Weight: 6 g / Included adapter cables: Micro USB, 
Lightning, USB (Type A), USB-C

Professional Studio Elegance 
Manufactured in Germany

At the heart of the Signature STUDIO are titanium-coated 40 mm Mylar 
sound transducers. Wide stereo panorama combined with excellent depth 
gradation thanks to S-Logic® Plus technology. The acoustic properties of 
these professional headphones are reflected in their design. Uncomplica-
ted and robust they stand up to demanding everyday situations, whether 
in the studio or on the go. Enjoy audio reproduction fatigue-free for hours 
with headphones that adjust automatically to fit the shape of your head.

Specifications: Dynamic closed / ULE technology / 40 mm Mylar-Titan 
drivers / Frequency: 8 - 40,000 Hz / Impedance: 32 ohm / 2 detachable 
cables / Weight: 290 g / incl. high end transportation box
 

Professionelle Eleganz für das Studio
Von Hand gefertigt in Deuschland

Das Herzstück dieses in Deutschland gefertigten Kopfhörers ist ein titan-
beschichteter 40 mm Schallwandler. Dank seiner Konstruktion und der 
S-Logic® Plus Technologie schafft der Signature STUDIO eine breite Stereo-
bühne und ausgezeichnete Tiefenstaffelung. Das Design strahlt professio-
nelle Eleganz aus. Dieser Kopfhörer für professionelle Audio-Anwendungen 
passt sich automatisch der Kopfform an und verspricht ermüdungsfreies 
Arbeiten im Studio und unterwegs.

Technische Daten: Dynamisch-geschlossen / ULE-Technologie / 40 mm 
Mylar-Titan Schallwandler / Frequenz: 8 - 40.000 Hz / Impedanz: 32 Ohm  
2 abnehmbare Kabel / Gewicht: 290 g / inkl. hochwertiger Transportbox
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Edition 8 EX 
S-Logic™ EX, MU-Metall ULE, verchromte PVD-
Ohrkapseln, Langhaarschaf-Leder, Aluminium-
Kopfbügel. Mit diesem Manufaktur Kopfhörer hat 
Ultrasone einen neuen Standard für mobile Kopf-
hörer definiert. Durch die S-Logic™ EX Technolo-
gie wurde die Auflösung noch einmal verfeinert. 
Diese enorme Leistungsfähigkeit spiegelt sich 
auch im Design wider. Ein einzigartiger Genuss 
für alle Sinne.

Edition 8 Ruthenium 
S-Logic™ Plus, MU-Metall ULE, Ruthenium-
Ohrkapseln, Langhaarschaf-Leder, Aluminium-
Kopfbügel. Musikalisch abgestimmt ermöglicht 
die Edition 8 eine Reise durch die Musik, die dank 
der S-Logic™ Technologie so inszeniert wird, wie 
sie der Künstler erdacht hat. Feinste Materialien 
und geringes Gewicht machen diesen Manu-
faktur Kopfhörer zum begehrten Begleiter.

Edition M Plus Black Pearl 
S-Logic™ Plus, MU-Metall ULE, PVD-Ohrkapseln, 
Langhaarschaf-Leder. Als geschlossenes Manu-
faktur Around-Ear-Modell umschließt dieser 
Kopfhörer das Ohr und bietet vollendeten HiFi-
Genuss für unterwegs. Die Edition M Plus macht 
eine exzellente Figur an allen mobilen Zuspielern 
und bietet durch ihren 30 mm Schallwandler mit 
Titanbeschichtung einen detailreicheren Klang.

Edition M Black Pearl 
S-Logic™ Plus, MU-Metall ULE, PVD-Ohrkapseln, 
Langhaarschaf-Leder. Dieser edle, geschlossene 
Manufaktur On-Ear-Mobilkopfhörer wurde für 
High-Res-Mobilplayer, Smartphone, Tablet und 
Notebook entwickelt. Selbst ohne aufwendige 
Verstärkung bietet er einen einzigartigen musika-
lischen Klang. Der perfekte Kopfhörer für alle, die 
unterwegs nicht auf HiFi verzichten wollen und 
nach einem exklusiven Accessoire suchen.

Signature PRO
S-Logic™ Plus, MU-Metall ULE, Einscheiben-
sicherheitsglas, Langhaarschaf-Leder, PRO-Kopf-
bügel. Der Signature PRO wurde für den profes-
sionellen Einsatz im Tonstudio entwickelt. Durch 
den 40 mm Schallwandler mit Titanbeschichtung 
spielt er mit einer einzigartigen musikalischen 
Präzision und inszeniert das Audiomaterial durch 
S-Logic™ Plus auf einer breiten Stereobühne mit 
exzellenter Tiefenstaffelung. 

S-Logic™ EX, MU metal ULE, ruthenium ear cups, 
long-haired sheep leather, aluminium headband. 
These handcrafted, high-end closed headphones 
redefine the standard for audiophile listening. 
Thanks to the S-Logic™ EX technology, they offer 
a wide sound stage and excellent depth gradation 
that can normally only be achieved by exquisite 
hi-fi speakers. Hand-crafted using exclusive 
materials, the Edition 5 unlimited are a 
sought-after collector´s item.

S-Logic™ EX, MU metal ULE, chrome-plated PVD 
ear cups, long-haired sheep leather, aluminium 
headband. With these handcrafted headphones, 
Ultrasone is defining a whole new standard for 
mobile headphones. The resolution has been 
even further refined thanks to S-Logic™ EX 
technology. This outstanding performance is also 
reflected in the design. Unique enjoyment for all 
the senses.

 
S-Logic™ Plus, MU metal ULE, ruthenium ear 
cups, long-haired sheep leather, aluminium 
headband. The musically coordinated Edition 
8 takes you on a journey through music that, 
thanks to S-Logic™ technology, gets reproduced 
exactly as the artist intended. Finest materials 
and a light weight make these hand-crafted 
headphones a much sought-after companion.

S-Logic™ Plus, MU metal ULE, PVD ear cups, 
long-haired sheep leather. These handcrafted, 
closed, around-ear headphones cup the ears 
and provide complete hi-fi enjoyment on the go. 
The Edition M cuts an excellent figure when con-
nected to any mobile audio player and provides 
even more detailed sound thanks to titanium-
coated 30 mm sound transducers.

S-Logic™ Plus, MU metal ULE, PVD ear cups, 
long-haired sheep leather. These elegant, hand-
crafted, closed on-ear mobile headphones were 
developed for use with high-res mobile music 
players, smartphones, tablets and notebooks. 
Even without elaborate amplification, they pro- 
duce a unique musical sound. These are the 
perfect headphones for anyone looking for an 
exclusive accessory and who does not want to 
compromise on hi-fi sound while on the go.

S-Logic™ Plus, MU metal ULE, toughened safety 
glass, long-haired sheep leather, PRO head-
band. The Signature PRO was developed for 
professional use in recording studios. Thanks to 
40 mm titanium-coated sound transducers, they 
reproduce sound with unique musical precision; 
S-Logic™ Plus means a broad stereo panorama 
with excellent depth graduation. 

Edition 5 unlimited 
S-Logic™ EX, MU-Metall ULE, Ruthenium Ohrkap-
seln, Langhaarschaf-Leder, Aluminium-Kopfbügel. 
Der geschlossene Manufaktur High-End-Kopfhörer 
definiert den Standard für audiophiles Hören neu. 
Durch die S-Logic™ EX Technologie bietet er eine 
breite Stereobühne sowie eine exzellente Tiefen-
staffelung, wie es sonst nur erlesene HiFi-Laut-
sprecher vermögen. Exklusive Materialien und  
die Fertigung von Hand machen die Edition 5 
unlimited zum begehrten Sammlerstück.



DJ1
S-Logic™ Plus, MU-Metall ULE, PRO-Kopf-
bügel. Alles, was ein DJ braucht: Der besonders 
leistungsfähige 50 mm Mylar-Schallwandler 
erzeugt souveränen Schalldruck und ist auf hohe 
Eingangsleistungen ausgelegt. Die Ohrkapseln 
können gedreht und weggeklappt werden. Der 
Ultrasone DJ1 lässt sich zudem einfach zusam-
menfalten und im beigefügten Transportbeutel 
sicher zum nächsten Gig transportieren.

Performance 880
S-Logic™ Plus, MU-Metall ULE, Softlack-Ohr-
kapseln, Metallbügel, Ohrpolster mit Memory-
Foam. Auch dieser Performance Kopfhörer bietet 
eine optimal mobile Nutzung an Tablet oder 
Notebook. Klanglich zeigt sich das Topmodell 
Performance 880 von seiner besten Seite: Das 
Flaggschiff wurde vielfach von der Fachpresse 
prämiert.

Performance 860
S-Logic™ Plus, MU-Metall ULE, Softlack-Ohr-
kapseln, Metallbügel. Mit dem Performance 860 
bietet Ultrasone ein attraktives Mittelklasse-
Modell. Dieser geschlossene Kopfhörer verfügt 
über einen vergoldeten 40 mm PET Schallwandler 
und bietet überzeugende Linearität. Das Design 
präsentiert sich in Schwarz und Iced-Silver. Zwei 
Anschlusskabel werden mitgeliefert.

Performance 840
S-Logic™ Plus, MU-Metall ULE, Softlack-Ohr-
kapseln, Metallbügel. Der Ultrasone Performance 
840 bietet die Extraportion Bass. Um dies zu ge-
währleisten, wurde ein 40 mm PET-Schallwandler 
verwendet, sodass er besonders Hip Hop und 
EDM zur Geltung bringt. Zwei Anschlusskabel 
liegen bei, weshalb der Performance 840 
genauso perfekt an mobilen Geräten spielt 
wie auch am Computer und an der HiFi-Anlage.

Performance 820
S-Logic™ Plus, MU-Metall ULE, Softlack-Ohr-
kapseln, Metallbügel. Dieses Modell bietet einen 
optimalen Einstieg in die Welt der Ultrasone 
Performance Serie. Als günstiger geschlossener 
Allround-Kopfhörer verfügt er über vielseitige 
Eigenschaften. Am Computer, am Fernseher, 
an der HiFi-Anlage oder im Aufnahmeraum 
überzeugt er durch hervorragenden Klang und 
Tragekomfort.

Signature DJ 
S-Logic™ Plus, MU-Metall ULE, Einscheiben-
sicherheitsglas, Langhaarschaf-Leder, PRO-
Kopfbügel. Im Dialog mit weltweit führenden DJs 
entstand dieser einzigartige Manufaktur DJ-Kopf-
hörer, der mit einer bemerkenswerten Treiber-
ausstattung schon viele professionelle Turntable-
Arbeiter begeistert hat. Musikliebhaber schätzen 
die herausragende Klarheit seiner 50 mm Treiber 
und auch die extrem stabile Verarbeitung.

S-Logic™ Plus, MU metal ULE, PRO headband. 
Everything a DJ needs: the extremely high-
performance 50 mm Mylar sound transducers 
create superior sound pressure and are designed 
for high input levels. The ear cups can be rotated 
and folded away. The Ultrasone DJ1 can also be 
easily folded up and transported safely to your 
next gig in the supplied transport pouch.

S-Logic™ Plus, MU metal ULE, soft-touch lacquer 
ear cups, metal headband, memory foam ear 
cushions. These Performance headphones are 
also perfect for mobile use with a tablet or 
notebook. Acoustically, the Performance 880 
top model is a winner: this flagship has received 
numerous accolades from the specialist press.

S-Logic™ Plus, MU metal ULE, soft-touch lacquer 
ear cups, metal headband. The Performance 860 
is Ultrasone´s attractive mid-range model. These 
closed headphones are fitted with 40 mm PET 
sound transducers and provide impressive linea-
rity. This model comes in a black and iced-silver 
design. The headphones come with two connec-
tion cables.

S-Logic™ Plus, MU metal ULE, soft-touch lacquer 
ear cups, metal headband. The Ultrasone Per-
formance 840 provides an extra helping of bass. 
To this end, 40 mm PET sound transducers are 
used to reproduce hip hop and EDM to maxi-
mum effect. These headphones come with two 
connection cables, so the Performance 840 plays 
music just as perfectly when connected to mobile 
devices as when used with a computer or hi-fi 
system.

S-Logic™ Plus, MU metal ULE, soft-touch lacquer 
ear cups, metal headband. This model is the per-
fect introduction to the Ultrasone Performance 
series. These affordable, closed all-round head-
phones have many versatile properties. Whether 
used with the computer, television, hi-fi system 
or in the recording studio, they always impress 
with their outstanding sound and wear comfort.

 
S-Logic™ Plus, MU metal ULE, toughened safety 
glass, long-haired sheep leather, PRO headband. 
These unique, handcrafted DJ headphones are a 
result of discussions with the world’s leading 
DJs and, thanks to their remarkable drivers, have 
already impressed many professional turntable 
professionals. Music lovers treasure the excellent 
clarity of the 50 mm drivers and the extremely 
sturdy workmanship.



PRO 550i
S-Logic™ Plus, MU-Metall ULE, PRO-Kopfbügel. 
Das robuste Design sorgt für lange Hörfreude 
auch bei hoher Beanspruchung. Der 50 mm 
Mylar-Schallwandler beeindruckt mit kraftvollem 
Bass. S-Logic™ Plus sorgt für eine breite Stereo-
bühne mit exzellenter Tiefenstaffelung. Die 
geschlossene Konstruktion isoliert konsequent 
Außengeräusche. Neben Musikliebhabern finden 
sich treue Anhänger bei Bassisten, Schlagzeugern 
und Gitarristen.

PRO 750i
S-Logic™ Plus, MU-Metall ULE, PRO-Kopfbügel. 
Dieser Kopfhörer verfügt über einen titanbe-
schichteten Mylar-Schallwandler, der im Zu-
sammenspiel mit S-Logic™ Plus mobile und 
stationäre Audioquellen beeindruckend in Szene 
setzt. Speziell entwickelte Samt-Ohrpolster bieten 
hohen Tragekomfort, runden den Hörgenuss ab 
und isolieren ausgezeichnet. 

PRO 900i
S-Logic™ Plus, MU-Metall ULE, PRO-Kopf-
bügel. Mit dem dynamischen, geschlossenen 
PRO 900i baut Ultrasone einen Kopfhörer für 
alle ambitionierten Musikliebhaber und profes-
sionelle Tonschaffende. Der titanbeschichtete 
Mylar-Schallwandler garantiert eine plastische 
Klangreproduktion. Zwei Anschlusskabel sorgen 
für optimale Konnektivität sowohl zu mobilen 
Klangquellen als auch zu stationärem HiFi- und 
Studioequipment.

HFI 450
S-Logic™, PRO-Kopfbügel. Der geschlossene 
HFI 450 überzeugt mit druckvollen und glas-
klaren Klängen. Als Einstiegsmodell in die HFI-
Serie bietet er mit der S-Logic™ Technologie 
einen beeindruckenden dreidimensionalen Klang. 
Der HFI 450 wird sowohl im Studio als auch im 
Heimbereich eingesetzt. Neben mobilen Zu-
spielern macht dieses Modell auch am Compu-
ter, am TV-Gerät sowie an der HiFi-Anlage eine 
exzellente Figur.

HFI 15G
Dieser leichte ohraufliegender Kleinkopfhörer 
bietet dreidimensionalen Klangcharakter dank 
der patentierten S-Logic™ Technologie. Sehr 
gerne wird er eingesetzt am Smartphone, am 
Tablet, am Notebook – oder einfach überall, wo 
guter Klang gefragt ist. Darüber hinaus setzen 
viele Anwenderinnen und Anwender den 
HFI 15G auch als Hörhilfe beim Fernsehen ein. 

PRO 2900i
S-Logic™ Plus, MU-Metall ULE, PRO-Kopfbügel. 
Der PRO 2900i ist die offene Referenz der PRO-
Reihe und inszeniert Musik mit einem luftigen 
Klang. Als offenes Meisterstück unter den 
Ultrasone Profi-Kopfhörern wird er gerne in Re-
cording- und Masteringstudios eingesetzt, aber 
auch von vielen audiophilen Musikliebhaberinnen 
und Musikliebhabern geschätzt.

S-Logic™ Plus, MU metal ULE, PRO headband. 
The robust design allows for long hours of liste-
ning pleasure, even when subject to heavy use. 
50 mm Mylar sound transducers will impress with 
their powerful bass. S-Logic™ Plus guarantees 
a wide sound stage with excellent depth gra-
duation. The closed design systematically insu-
lates against background noise. Not only music 
lovers, but also bass players, drummers and 
guitarists count themselves as loyal fans.

S-Logic™ Plus, MU metal ULE, PRO headband. 
These headphones come with titanium-coated 
Mylar sound transducers that, when combined 
with S-Logic™ Plus, impressively showcase 
both mobile and stationary audio sources. The 
specially developed velvety-soft ear cushions are 
extremely comfortable to wear and round off 
the pleasurable listening experience, providing 
excellent sound insulation.

S-Logic™ Plus, MU metal ULE, PRO headband. 
With the dynamic, closed PRO 900i, Ultrasone 
has constructed the perfect headphones for 
every ambitious music lover and audio profes-
sional. The titanium-coated Mylar sound trans-
ducers guarantee vivid sound reproduction. Two 
connection cables provide optimum connectivity 
for both mobile audio sources and stationary 
hi-fi and studio equipment.

S-Logic™ Plus, PRO headband. The closed HFI 
450 will impress with a punchy and crystal-clear 
sound. Thanks to its S-Logic™ technology, this 
entry-level HFI series model offers an impres-
sive three-dimensional sound. The HFI 450 is for 
use both in the studio and at home. In addition 
to mobile music players, this model also cuts 
an excellent figure when used with computers, 
televisions and hi-fi systems.

Thanks to patented S-Logic™ technology, these 
small, supra-aural headphones provide three-
dimensional sound characteristics. They are 
also frequently used with smartphones, tablets, 
notebooks – anywhere where excellent sound is 
required. Many wearers also use the HFI 15G as a 
hearing aid while watching television. 

S-Logic™ Plus, MU metal ULE, PRO headband. 
The PRO 2900i is the PRO series´ open refe-
rence model and reproduces music with an airy 
sound. This open masterpiece among Ultrasone´s 
professional headphones is not only often used 
in recording and mastering studios, but is also 
treasured by many audiophile music lovers.



iQ Pro 
Hybrid Dual-Treiber, Comply Foam™ Tips. Der 
Manufaktur In-Ear iQ Pro bietet Profis einzig-
artige Soundqualität im Studio und auf der 
Bühne. Das Dual-Treiber Hybrid-Konzept über-
zeugt audiophile Anwender. Ob Schlagzeuger, 
Gitarrist oder mobiler Musikliebhaber – der 
iQ Pro hat eine große Fangemeinde. Verschie-
dene High-End Comply Foam™ Tips sorgen für 
perfekten Sitz.

iQ 
Hybrid Dual-Treiber, Comply Foam™ Tips. Mit 
dem Manufaktur In-Ear iQ präsentiert Ultrasone 
einen exklusiven musikalischen Reisebegleiter. 
Das aufwendige 2-Wege-Hybrid-Treiberkonzept 
ist der Garant für hifideles Hören. Die Kombi-
nation aus Balanced-Armature-Treiber und 
dynamischem 8 mm Schallwandler ermöglicht 
eine noch präzisere Hochton-Abbildung. Ver-
schiedene Silikon oder Comply Foam Ohrpolster 
garantieren bequemen Sitz. 

HFI 780
S-Logic™, PRO-Kopfbügel. Das Spitzenmodell 
der HFI-Serie verfügt über goldbeschichtete 
40 mm Schallwandler. Die S-Logic™ Technologie 
sorgt für eine beeindruckende akustische Bühne 
mit breitem Stereo-Panorama und exzellenter 
Tiefenstaffelung. Musiker im Tonstudio, HiFi-
Liebhaber und professionelle PC Gamer schätzen 
die präzise Wiedergabe des Klangs und der 
dreidimensionalen Geräuscheffekte.

HFI 580
S-Logic™, PRO-Kopfbügel. Der HFI-580 ist ein  
klangstarker, geschlossenen Allround-Kopfhörer. 
Durch die S-Logic™ Technologie entsteht ein 
dreidimensionales Klangbild mit detaillierter 
Tiefenstaffelung. Der HFI-580 macht an der HiFi-
Anlage oder am PC-Arbeitsplatz eine genauso 
gute Figur wie an Smartphone, Notebook oder 
Tablet. 

Pyco
Dynamischer Treiber, Comply Foam™ Tips. 
Der Pyco inszeniert beeindruckend natürlich 
mit seidigen Höhen, transparenten Mitten und 
druckvollem Bass. Die Comply Foam™ Earpads 
halten den In-Ear sicher und bequem im Ohr. Das 
Mikrofon in der Kabelfernbedienung sorgt für 
komfortables Telefonieren. 

Tio
Balanced Armature, Comply Foam™ Tips. Der 
Tio vereint hervorragenden Klang, erlesene 
Materialien und schickes Design. Ein hand-selek-
tierter Balanced-Armature-Treiber sorgt 
für angenehme Höhen, präsenten Bass und 
transparente Mitten. Für die Nutzung mit 
Mobiltelefonen hat Ultrasone eine Ein-Knopf-
Fernbedienung sowie ein hochwertiges, sprach-
optimiertes Mikrofon in das Kabel integriert.

 
Hybrid dual drivers, Comply™ Foam Tips. The 
handcrafted in-ear iQ Pro provide professionals 
with unique sound quality both in the studio and 
on the stage. Audiophile users will be won over 
by the dual driver hybrid design. Whether drum-
mers, guitarists or mobile music lovers – the iQ 
Pro has a huge fan base. A selection of high-end 
Comply™ Foam tips ensures the perfect fit.

Hybrid dual drivers, Comply™ Foam Tips. 
With the handcrafted in-ear iQ, Ultrasone is 
presenting an exclusive musical travel com-
panion. A complex 2-way hybrid driver concept 
guarantees high fidelity listening. The combi-
nation of balanced armature driver and dynamic 
8 mm sound transducer makes high frequencies 
even more precise. A choice of silicone or 
Comply™ Foam earbud tips guarantees a 
comfortable fit. 

S-Logic™ Plus, PRO headband. The top model 
in the HFI series comes with gold-plated 40mm 
sound transducers. S-Logic™ technology allows 
for an impressive sound stage with a broad 
stereo panorama and excellent depth graduation. 
Musicians in recording studios, hi-fi enthusiasts 
and professional PC gamers love their precise 
sound reproduction and three-dimensional 
sound effect.

S-Logic™ Plus, PRO headband. The HFI-580 
is a set of closed all-round headphones that 
produce a powerful sound. Thanks to S-Logic™ 
technology, they produce a three-dimensional 
soundscape with detailed depth graduation. The 
HFI-580 cuts just as fine a figure when used with 
a hi-fi system or desktop computer as with a 
smartphone, notebook or tablet.

Dynamic drivers, Comply™ Foam Tips. The Pyco 
reproduces impressively natural sound with silky 
trebles, transparent mids and punchy bass tones. 
Comply™ Foam tips ensure the in-ear head-
phones stay securely and comfortably in your 
ears. A microphone in the remote control cable 
allows you to conveniently make and receive 
calls.

Balanced armature, Comply™ Foam Tips. The 
Tio combines outstanding sound, and exquisite 
materials with a chic design. A hand-selected 
balanced armature driver allows for pleasant 
trebles and transparent mids, and a bass that 
will make its presence felt. For use with a mobile 
phone, Ultrasone has integrated a one-button 
remote as well as a high-quality, voice-optimised 
microphone into the cable.
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Edition 5 unlimited dynamisch
geschlossen 5 - 46.000 Hz Mylar/Titan 32 Ohm 40 mm 96 dB    280 g                 (3) Edition 5 unltd.

Edition 8 EX dynamisch
geschlossen 5 - 46.000 Hz Mylar/Titan 38 Ohm 40 mm 96 dB    330 g                 (2) Edition 8 EX

Edition 8 Ruthenium dynamisch
geschlossen 6 - 42.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    260 g Edition 8 Ruthenium

Edition M Black Pearl dynamisch
geschlossen 10 - 38.000 Hz Mylar/Titan 40 Ohm 30 mm 99 dB    146 g                  (1) Edition M Black Pearl

Edition M Plus BP dynamisch
geschlossen 7 - 39.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB    228 g                  (1) Edition M Plus BP

Signature PRO dynamisch
geschlossen 8 - 42.000 Hz Mylar/Titan 32 Ohm 40 mm 98 dB    300 g                 (2) Signature PRO

Signature DJ dynamisch
geschlossen 5 - 32.000 Hz Mylar 32 Ohm 50 mm 115 dB    300 g                 (2) Signature DJ

Performance 820 dynamisch
geschlossen 10 - 22.000 Hz PET 32 Ohm 40 mm 99 dB    244 g                 (1) Performance 820

Performance 840 dynamisch
geschlossen 10 - 25.000 Hz PET 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 840

Performance 860 dynamisch
geschlossen 10 - 28.000 Hz PET/Gold 32 Ohm 40 mm 94 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 860

Performance 880 dynamisch
geschlossen 7 - 35.000 Hz PET/Titan 32 Ohm 40 mm 94 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 880

PRO 550 i dynamisch
geschlossen 10 - 22.000 Hz Mylar 64 Ohm 50 mm 102 dB    295 g                 (2) PRO 550 i

PRO 750 i dynamisch
geschlossen 8 - 35.000 Hz Mylar/Titan 40 Ohm 40 mm 94 dB    295 g                 (2) PRO 750 i

PRO 900 i dynamisch
geschlossen 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 900 i

PRO 2900 i dynamisch
offen 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 2900 i

HFI 15G dynamisch
offen 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar       85 g HFI 15G

HFI 450 dynamisch
geschlossen 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    265 g HFI 450

HFI 580 dynamisch
geschlossen 10 - 22.000 Hz Mylar 32 Ohm 50 mm 101 dB 3,5 / 6,3 mm , steckbar    285 g HFI 580

HFI 780 dynamisch
geschlossen 10 - 26.000 Hz Mylar/Gold 35 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    285 g HFI 780

DJ 1 dynamisch
geschlossen 10 - 22.000 Hz Mylar 32 Ohm 50 mm 104 dB 3,5 / 6,3 mm , schraubbar    285 g DJ 1

IQ 2-Wege-Hybrid
BA + dynamisch 17 - 21.000 Hz 20 Ohm 104 dB Flugadapter & OMTP Adapter       10 g                 (2) IQ

IQ Pro 2-Wege-Hybrid
BA + dynamisch 17 - 21.000 Hz 20 Ohm 104 dB       10 g IQ Pro

Tio balanced-armature 19 - 21.000 Hz 18 Ohm 103 dB Flugadapter & OMTP Adapter         5 g Tio

Pyco dynamisch 20 - 20.000 Hz 16 Ohm 98 dB Flugadapter & OMTP Adapter         6 g Pyco

Technische      Daten
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Edition 5 unlimited dynamisch
geschlossen 5 - 46.000 Hz Mylar/Titan 32 Ohm 40 mm 96 dB    280 g                 (3) Edition 5 unltd.

Edition 8 EX dynamisch
geschlossen 5 - 46.000 Hz Mylar/Titan 38 Ohm 40 mm 96 dB    330 g                 (2) Edition 8 EX

Edition 8 Ruthenium dynamisch
geschlossen 6 - 42.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    260 g Edition 8 Ruthenium

Edition M Black Pearl dynamisch
geschlossen 10 - 38.000 Hz Mylar/Titan 40 Ohm 30 mm 99 dB    146 g                  (1) Edition M Black Pearl

Edition M Plus BP dynamisch
geschlossen 7 - 39.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB    228 g                  (1) Edition M Plus BP

Signature PRO dynamisch
geschlossen 8 - 42.000 Hz Mylar/Titan 32 Ohm 40 mm 98 dB    300 g                 (2) Signature PRO

Signature DJ dynamisch
geschlossen 5 - 32.000 Hz Mylar 32 Ohm 50 mm 115 dB    300 g                 (2) Signature DJ

Performance 820 dynamisch
geschlossen 10 - 22.000 Hz PET 32 Ohm 40 mm 99 dB    244 g                 (1) Performance 820

Performance 840 dynamisch
geschlossen 10 - 25.000 Hz PET 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 840

Performance 860 dynamisch
geschlossen 10 - 28.000 Hz PET/Gold 32 Ohm 40 mm 94 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 860

Performance 880 dynamisch
geschlossen 7 - 35.000 Hz PET/Titan 32 Ohm 40 mm 94 dB 3,5 / 6,3 mm , schraubbar    274 g                 (2) Performance 880

PRO 550 i dynamisch
geschlossen 10 - 22.000 Hz Mylar 64 Ohm 50 mm 102 dB    295 g                 (2) PRO 550 i

PRO 750 i dynamisch
geschlossen 8 - 35.000 Hz Mylar/Titan 40 Ohm 40 mm 94 dB    295 g                 (2) PRO 750 i

PRO 900 i dynamisch
geschlossen 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 900 i

PRO 2900 i dynamisch
offen 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 2900 i

HFI 15G dynamisch
offen 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar       85 g HFI 15G

HFI 450 dynamisch
geschlossen 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    265 g HFI 450

HFI 580 dynamisch
geschlossen 10 - 22.000 Hz Mylar 32 Ohm 50 mm 101 dB 3,5 / 6,3 mm , steckbar    285 g HFI 580

HFI 780 dynamisch
geschlossen 10 - 26.000 Hz Mylar/Gold 35 Ohm 40 mm 96 dB 3,5 / 6,3 mm , steckbar    285 g HFI 780

DJ 1 dynamisch
geschlossen 10 - 22.000 Hz Mylar 32 Ohm 50 mm 104 dB 3,5 / 6,3 mm , schraubbar    285 g DJ 1

IQ 2-Wege-Hybrid
BA + dynamisch 17 - 21.000 Hz 20 Ohm 104 dB Flugadapter & OMTP Adapter       10 g                 (2) IQ

IQ Pro 2-Wege-Hybrid
BA + dynamisch 17 - 21.000 Hz 20 Ohm 104 dB       10 g IQ Pro

Tio balanced-armature 19 - 21.000 Hz 18 Ohm 103 dB Flugadapter & OMTP Adapter         5 g Tio

Pyco dynamisch 20 - 20.000 Hz 16 Ohm 98 dB Flugadapter & OMTP Adapter         6 g Pyco
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Edition 5 unlimited dynamic
closed 5 - 46.000 Hz Mylar/Titan 32 Ohm 40 mm 96 dB    280 g                 (3) Edition 5 unltd.

Edition 8 EX dynamic
closed 5 - 46.000 Hz Mylar/Titan 38 Ohm 40 mm 96 dB    330 g                 (2)             Edition 8 EX

Edition 8 Ruthenium dynamic
closed 6 - 42.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    260 g Edition 8 Ruthenium

Edition M Black Pearl dynamic
closed 10 - 38.000 Hz Mylar/Titan 40 Ohm 30 mm 99 dB    146 g                  (1) Edition M Black Pearl

Edition M Plus BP dynamic
closed 7 - 39.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB    228 g                  (1) Edition M Plus BP

Signature PRO dynamic
closed 8 - 42.000 Hz Mylar/Titan 32 Ohm 40 mm 98 dB    300 g                 (2) Signature PRO

Signature DJ dynamic
closed 5 - 32.000 Hz Mylar 32 Ohm 50 mm 115 dB    300 g                 (2) Signature DJ

Performance 820 dynamic
closed 10 - 22.000 Hz PET 32 Ohm 40 mm 99 dB    244 g                 (1) Performance 820

Performance 840 dynamic
closed 10 - 25.000 Hz PET 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 840

Performance 860 dynamic
closed 10 - 28.000 Hz PET/Gold 32 Ohm 40 mm 94 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 860

Performance 880 dynamic
closed 7 - 35.000 Hz PET/Titan 32 Ohm 40 mm 94 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 880

PRO 550 i dynamic
closed 10 - 22.000 Hz Mylar 64 Ohm 50 mm 102 dB    295 g                 (2) PRO 550 i

PRO 750 i ddynamic
closed 8 - 35.000 Hz Mylar/Titan 40 Ohm 40 mm 94 dB    295 g                 (2) PRO 750 i

PRO 900 i dynamic
closed 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 900 i

PRO 2900 i dynamic
open 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 2900 i

HFI 15G dynamic
open 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in       85 g HFI 15G

HFI 450 dynamic
closed 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    265 g HFI 450

HFI 580 dynamic
closed 10 - 22.000 Hz Mylar 32 Ohm 50 mm 101 dB 3.5 / 6.3 mm , plug-in    285 g HFI 580

HFI 780 dynamic
closed 10 - 26.000 Hz Mylar/Gold 35 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    285 g HFI 780

DJ 1 dynamic
closed 10 - 22.000 Hz Mylar 32 Ohm 50 mm 104 dB 3,5 / 6,3 mm , screwable    285 g DJ 1

IQ 2-way-hybrid
BA + dynamic 17 - 21.000 Hz 20 Ohm 104 dB Flightadapter & OMTP 

Adapter       10 g                 (2) IQ

IQ Pro 2-way-hybrid
BA + dynamic 17 - 21.000 Hz 20 Ohm 104 dB       10 g IQ Pro

Tio balanced-armature 19 - 21.000 Hz 18 Ohm 103 dB Flightadapter & OMTP 
Adapter         5 g Tio

Pyco dynamic 20 - 20.000 Hz 16 Ohm 98 dB Flightadapter & OMTP 
Adapter         6 g Pyco

Technical        Data
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Edition 5 unlimited dynamic
closed 5 - 46.000 Hz Mylar/Titan 32 Ohm 40 mm 96 dB    280 g                 (3) Edition 5 unltd.

Edition 8 EX dynamic
closed 5 - 46.000 Hz Mylar/Titan 38 Ohm 40 mm 96 dB    330 g                 (2)             Edition 8 EX

Edition 8 Ruthenium dynamic
closed 6 - 42.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    260 g Edition 8 Ruthenium

Edition M Black Pearl dynamic
closed 10 - 38.000 Hz Mylar/Titan 40 Ohm 30 mm 99 dB    146 g                  (1) Edition M Black Pearl

Edition M Plus BP dynamic
closed 7 - 39.000 Hz Mylar/Titan 30 Ohm 40 mm 96 dB    228 g                  (1) Edition M Plus BP

Signature PRO dynamic
closed 8 - 42.000 Hz Mylar/Titan 32 Ohm 40 mm 98 dB    300 g                 (2) Signature PRO

Signature DJ dynamic
closed 5 - 32.000 Hz Mylar 32 Ohm 50 mm 115 dB    300 g                 (2) Signature DJ

Performance 820 dynamic
closed 10 - 22.000 Hz PET 32 Ohm 40 mm 99 dB    244 g                 (1) Performance 820

Performance 840 dynamic
closed 10 - 25.000 Hz PET 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 840

Performance 860 dynamic
closed 10 - 28.000 Hz PET/Gold 32 Ohm 40 mm 94 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 860

Performance 880 dynamic
closed 7 - 35.000 Hz PET/Titan 32 Ohm 40 mm 94 dB 3.5 / 6.3 mm , screwable    274 g                 (2) Performance 880

PRO 550 i dynamic
closed 10 - 22.000 Hz Mylar 64 Ohm 50 mm 102 dB    295 g                 (2) PRO 550 i

PRO 750 i ddynamic
closed 8 - 35.000 Hz Mylar/Titan 40 Ohm 40 mm 94 dB    295 g                 (2) PRO 750 i

PRO 900 i dynamic
closed 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 900 i

PRO 2900 i dynamic
open 6 - 42.000 Hz Mylar/Titan 40 Ohm 40 mm 96 dB    295 g                 (2) PRO 2900 i

HFI 15G dynamic
open 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in       85 g HFI 15G

HFI 450 dynamic
closed 20 - 20.000 Hz Mylar 32 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    265 g HFI 450

HFI 580 dynamic
closed 10 - 22.000 Hz Mylar 32 Ohm 50 mm 101 dB 3.5 / 6.3 mm , plug-in    285 g HFI 580

HFI 780 dynamic
closed 10 - 26.000 Hz Mylar/Gold 35 Ohm 40 mm 96 dB 3.5 / 6.3 mm , plug-in    285 g HFI 780

DJ 1 dynamic
closed 10 - 22.000 Hz Mylar 32 Ohm 50 mm 104 dB 3,5 / 6,3 mm , screwable    285 g DJ 1

IQ 2-way-hybrid
BA + dynamic 17 - 21.000 Hz 20 Ohm 104 dB Flightadapter & OMTP 

Adapter       10 g                 (2) IQ

IQ Pro 2-way-hybrid
BA + dynamic 17 - 21.000 Hz 20 Ohm 104 dB       10 g IQ Pro

Tio balanced-armature 19 - 21.000 Hz 18 Ohm 103 dB Flightadapter & OMTP 
Adapter         5 g Tio

Pyco dynamic 20 - 20.000 Hz 16 Ohm 98 dB Flightadapter & OMTP 
Adapter         6 g Pyco
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